UNIVERSAL QUICK safeway®

DISCONNECT (UQD) CUSTOM FLUID TRANSFER

ON OF THE SPECIALTY MFG. CO

PART NUMBERS

SW102025-R
Socket SW102025-B

SW102021-R
Plug SW102021-B
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- Designed for rack integrated liquid cooling solutions et B HER
- Dimensional and performance requirements conform a- 2014 |—7\(/){¢\(Tzllzolg
to OCP Universal Quick Disconnect (UQD) Specification
rev 1.0 10(007) mE

- Stainless steel and EPDM wetted components
- Colored O-Ring for identification
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PERFORMANCE & PHYSICAL ATTRIBUTES

Body Plug Thread | Socket Barb | Max.Operating Rated Max. Spillage
Material Size Size Pressure Flow Per Disconnect
/4 Stainless | 9/16-18" UNF 3/8” 1(3%2’3' 22 | 82 012 mL 39LB
(6.4 mm) Steel (SAE) (10 mm) Basec on hose capeblty GPM | LPM @0 PSI (.18 KG)
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3.99” 3.05” 1127 0.875” 0.75” 2.07” 2.61” 44
(101.3mm) | (77.5 mm) | (284 mm) | (22.2 mm) (19 mm) | (52.6 mm) | (66.3 mm) | (11.2 mm)
Te ture R : Standard ls EPDM ting t ture 150°F (65°C). V: Data: 27.4 inches Hg. both . ere
cg;n:eecrtae;?ndaz?igSonnaezrc]t:c; p::gszre ratinr;E(‘Ii(/lgf.e(;i)e”:gti:g;ngreer:ss::) is based on nona-;lijl::;tinagiow cyclreca;lic%xticfns View additional prOdUCt Eﬁ@
with essentially steady pressure during the operating cycle. Please consult factory regarding other applications. information online =
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